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DIVE

Checklist



SAFETY REVIEW ITEMS - UNDERWATER TOOLS

A.   DIVER POWERED HYD TOOLS ADMINISTRATION

 ARE OP'S FOR ALL DIVER POWERED TOOLS AVAILABLE?1. (A1A0)

NAVSEA S0600-AA-PRO-010 UWSH MANUAL Chapter 10REF:

C   R   NA  UA

Repeat

Significant

PMS

B.   POWER PACK HYDRAULIC TOOLS

ARE ALL HOSES IN GOOD CONDITION AND WITHIN SERVICE DATE? 

(Note: rubber hoses - 12 yrs)

2. (A2A0)

Applicable PMS REF:

NAVSEA S6430-AE-TED-010 

C   R   NA  UA

Repeat

Significant

PMS

ARE ALL GAGES CALIBRATED FOR THE HPU?3. (A2B0)

Applicable PMS REF:

C   R   NA  UA

Repeat

Significant

PMS

ARE MOUNTING BOLTS TIGHT ON THE ENGINE BED?4. (A2E0)

Applicable PMS REF:

C   R   NA  UA

Repeat

Significant

PMS

IF APPLICABLE, IS ENGINE GROUNDING STRAP IN GOOD CONDITION AND 

ATTACHED ON FRAME?

5. (A2F0)

Manufacturer's Tech Manual REF:

C   R   NA  UA

Repeat

Significant

PMS

IS THE MAINTENANCE OF THE DIESEL ENGINE AND HYDRAULIC POWER 

UNIT BEING ACCOMPLISHED IAW PMS? (EFFECTIVE MEANS OF TRACKING 

USAGE)

6. (A2H0)

Applicable PMS REF:

C   R   NA  UA

Repeat

Significant

PMS



IS THE PROPER OIL BEING USED IN THE HPU? (MFGR PART NUMBER 

1192 OR RANDO HD-46)

7. (A2M0)

Applicable PMS REF:

C   R   NA  UA

Repeat

Significant

PMS

C.   HYDRAULIC TOOLS

ARE QUICK-DISCONNECT FITTINGS CAPPED OR CONNECTED TOGETHER TO 

PREVENT CONTAMINATION OF HOSE?

8. (A3A0)

NAVSEA S0600-AA-PRO-010 UWSH MANUAL Chapter 10REF:

C   R   NA  UA

Repeat

Significant

PMS

DOES TOOL TRIGGER/VALVE OPERATE SMOOTHLY FOR ALL TOOLS? IS A 

DEADMAN SWITCH INSTALLED WHERE APPLICABLE?

9. (A3B0)

NAVSEA/OOC Authorized for Military Use (AMU) REF:

Applicable PMS 

NAVSEA S0600-AA-PRO-010 UWSH MANUAL Chapter 10

C   R   NA  UA

Repeat

Significant

PMS

ARE ALL TOOLS BEING MAINTANED IAW PMS? (EFFECTIVE MEANS OF 

TRACKING USAGE)

10. (A3C0)

Applicable PMS REF:

C   R   NA  UA

Repeat

Significant

PMS

ARE TOOL GUARDS INSTALLED SECURELY ON APPLICABLE TOOLS?11. (A4B0)

Applicable PMS REF:

NAVSEA S0600-AA-PRO-010 UWSH MANUAL Chapter 10

C   R   NA  UA

Repeat

Significant

PMS

D.   HYDRAULIC HOSES



ARE ALL HOSE FITTINGS IN GOOD CONDITION?12. (A8B0)

Applicable PMS REF:

NAVSEA S0600-AA-PRO-010 UWSH MANUAL Chapter 10

C   R   NA  UA

Repeat

Significant

PMS

ARE ANY HOSES WORN OR DETERIORATED?13. (A8C0)

NAVSEA S0600-AA-PRO-010 UWSH MANUAL Chapter 10REF:

Applicable PMS 

C   R   NA  UA

Repeat

Significant

PMS

ARE HYDRAULIC HOSES INSPECTED PRIOR TO USE? DO ALL HOSES HAVE 

PROPER TAGS WITH OQE?

14. (A9A0)

Applicable PMS REF:

NAVSEA S6430-AE-TED-010 

C   R   NA  UA

Repeat

Significant

PMS

ARE HYDRAULIC HOSES INSPECTED BEFORE AND AFTER EACH USE? (MOD 

2 HPU)

15. (A9B0)

Applicable PMS REF:

C   R   NA  UA

Repeat

Significant

PMS



UNDERWATER TOOLS

COMMAND NAME:
LOCATION:
UIC:
DATE:
SURVEYOR(S):
NO. COMPLETE:                                  NO. REQ ACTION:                        NOT APPLICABLE:

Q # Question Result Sig Rep PMS

1 5UTA1A0   C   R   N   U Sig Sig Sig

2 5UTA2A0   C   R   N   U Sig Sig Sig

3 5UTA2B0   C   R   N   U Sig Sig Sig

4 5UTA2E0   C   R   N   U Sig Sig Sig

5 5UTA2F0   C   R   N   U Sig Sig Sig

6 5UTA2H0   C   R   N   U Sig Sig Sig

7 5UTA2M0   C   R   N   U Sig Sig Sig

8 5UTA3A0   C   R   N   U Sig Sig Sig

9 5UTA3B0   C   R   N   U Sig Sig Sig

10 5UTA3C0   C   R   N   U Sig Sig Sig

11 5UTA4B0   C   R   N   U Sig Sig Sig

12 5UTA8B0   C   R   N   U Sig Sig Sig

13 5UTA8C0   C   R   N   U Sig Sig Sig

14 5UTA9A0   C   R   N   U Sig Sig Sig

15 5UTA9B0   C   R   N   U Sig Sig Sig


